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Mola MH-90/170
Food waste disposer for mounting in sink 
or in washing line

Powerful food waste disposer with 
integrated control box

 Food waste disposer for mounting in sink or in washing line. Unique 
construction that enables installation in all existing sinks or washing 

lines without any need for adaptation.

 Robust touch protection/safety switch that is pre-assembled for easy 
installation

 Integrated control box with complete internal electrical installation

 Start/stop unit is delivered complete with stainless steel impact 
protection



MH-90 och MH-170
MH available in two versions MH-90 suitable for 
sink/washing line with 90mm hole and MH-170 is 
for mounting in bigger sinks or washing lines.
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MH-90 MH-170
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1) Touch guard/Safety cover

2) Flushing set incl. flushing nozzles,
solenoid valve and line strainer.

3) Start/stop unit with integrated
stainless impact protection for free
placement.

4) Food waste disposer with integrated
control box.

5) Cuterly trap, Multi magnet block.
Mounted under sink/washing line

5
Components:

Security
All our models meet the requirement of the 
Machine Directive regarding safety and will be 
delivered with EC-declaration/CE-certificate. Due 
to our unique construction, all our model are easy 
to install and safe to use.

Installation
Whit inteegrated control box the mountin and 
installation is much easier. The equipment suits all 
sinks/washing lines on the market without any 
remodeling or  adaptations.

Cleaning
Mola MH-90/170 is designed to facilitate the 
cleaning and to avoid dirt pockets. The grinding 
surface is easily accessible through the folable 
touch guard.

Electricity
Connection cables for solenoid valve, touch 
protection and start stop unit are connected on 
delivery, so during the installation you only need to 
"pull out" the desired length of connection cable 
which makes the electric installation simple and 
attractive.

.
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Low noise level
To achive as low sound level as possible Mola M-
H-90 and M-H-170 is made with integrated flushing 
nozzles with built in sound attenuation.
The disposer can also be sound absorbent with a 
help from a sound absorbent seal placed over the 
disposer. The seal is demountable which gives 
access to the grinding unit.

Cuterly trap-Neodym
Modell M-H-90 samt M-H-170 are delivered 
prepared for mountin a cuterly trap. A an option 4 
multi magnet blocks are delivered with mounting 
plates for easy installation.
The sink/washing line is the equipped with strong 
neodymium magnets to prvent cuterly or  other 
metal objects from coning in contact with the 
grinding unit.
The magnets are mede as multi-magnets with a 
number of powerful magnets that together stop 
unwanted objects from fallin into the disposer.

Integrated control box:
Mola model M-H-90/M-H 170 and
MT-400-B are deliverd with integrated control box
which simplifies assembly and installation.
The solution fits all in the market models and design 
of sinkswithout any need for remodeling or 
adaptations.
The control box is delivered in IP66 and is mounted 
directlyby a stainless steel demountable protective 
cover
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Touch protection/Labyrinth

The touch protection also serve as a labyrinth.
It prevents access to the grinding unit during operation.
With the assosiated quick fastener you can easily inspect 
and clean the disposer.

All parts work together to achive high safety, low noise 
level,easy service, fast installation and a good working 
envirionment.

Flushing nozzles in sink/washing 
line
Two  flushing nozzles are mounted in the sink/washing 
line to supply rinsing water during grinding.
The nozzles are designed for  low noise level.

Air gap
With a width drain placed under the flushing nozzles a air 
gap is created. This gap ensures that the level of water and 
food waste never exeeds the flushing nozzles.
The construction does not eny protrouding parts which is 
why it is excellent to handle for example dish baskets on 
the bench while the inlet is easier to clean.

Connection to drain 

The drain connectioncan be placed optionally as below. 
Note! With an integrated control box however the drain 
connection is advantageously place straight back.
(1) This is to faciliate access to control box in event of
service
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Dimensions MH-90
(All dimensions in mm unless otherwised stated)

Model specicfication

Artikelnummer MH-90-1,25 MH-90-2,5 MH-90-4,0 MH-90-5,5

RSK-nummer

Capacity (number of servings/day) ** 1000-1500 1500-...
Electrical power (kW) 

500-1000
2,5 4,0 5,5

Rated current for3-p (A) 8,6 11,5
Size of grinding

5,2 
Big Big Big

Number of phases (standard/special) 

100-500
1,2

3 3 3
Weight (kg) 50 55 60

Flushing water (liter/min)

2,6
Big

3 
45 

21 21 21 21

** The capacity is largely determined by the type of food waste that the business produces and on 
wheter food waste is ground continuously for a longer time or larger quantities are added in a short 
time.
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Dimensions MH-170
(All dimensions in mm unless otherwised stated.)

Model specifications

Article number MH-170-1,25 MH-170-2,5 MH-170-4,0 MH-170-5,5
RSK-nummer

Capacity (number of servings/day) ** 1000-1500 1500-...
Electrical power (kW) 

500-1000

4,0 5,5

Rated current for3-p (A) 8,6 11,5
Size of grinding

2,5

5,2 
Big Big Big

Number of phases (standard/special) 

100-500
1,25
2,6
Big

 3 3 3 3
Weight(kg) 48 52 56 59
Flushing water (liter/min) 10-18 10-18 10-18 10-18

**  The capacity is largely determined by the type of food waste that the business produces and on 
wheter food waste is ground continuously for a longer time or larger quantities are added in a short 
time.
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