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Mola MT 500-F
Free standing throw-in bench with food waste 

disposer. Cone shaped throw-in with 

labyrinth protection

For continious feeding of food waste

Powerful food waste disposer  
mounted in free standing cabinet

 The throw in bench is delivered as standard in a width of 500 mm
and is equipped with a large cone-in Ø400mm. It comes with a
high splash guard in the back (standard)

 Open stand construction simplifies cleaning off and around the
disposer

 Touch protection/safty switch with quick release

 Integrated control box with complete internal electrical
installation
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Water efficient
With ingenious placement of integrated flushing 
nozzles as well with fate maximazing placements, 
the throe-in bench can solve it´s task with limited 
water consumtion. With a lower proportion of water 
load decreases of tank for food waste separation.

Parts and functions
We have in the picture below open up Mola MT 
500/600-F to show the different parts and 
functions.. 

The water trap can be adjusted to connect the 
position of the drain socket.. 
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 Bänk

 Matavfallskvarn

Borttagbart beröringsskydd/labyrint

Spoldysa

 Manöverknappar

Ställbara fötter

 Breddavlopp, luftgapsskapande

Utlopp kvarn

Hög bakkant

10  Neodym magnet, cuterly trap

11   Sound absorbent seal

12  Inlet

13  Control box

14  Water trap

Flushing nozzles in cone
Two flushing nozzles are mounted in the cone-
shaped inlet to supply water to food waste while 
improving the fate of food waste through the 
labyrinth

The nozzles are designed for low noise level.

Water trap adjustable
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Touch protection 
Touch protection (3) also serves as a labyrinth.
It prevents access to the shredders during 
operation.
With the labytinth removed it´s easy to inspect 
the shredders. The labytinth also ensure that the 
air gap-creating outlet (7) can serve it´s primary 
purpose of creating an air gap against flushing 
nozzles (4)
All parts work together to achieve hig safety, low 
noise level, easy service, fast installation and a 
good workin environment

Explanations
1          Bench

2     Food waste disposer

3    Demountable labyrinth

  4    Flushing nozzle

5    Start/stop unit

6    Adjustable legs

7    Width drain, air gap builder

  8    Outlet disposer

9    Splashguard
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Low noise level
To achive as low sound level as possible 
Mola MT 500-F is made with integrated 
flushing nozzles with built ind sound 
attenuation.

The disposer can also be sound absorbent 
with help from a sound absorbent seal (11) 
place over the disposer. The seal is 
demountable which gives access to the 
grinding unit..
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Security
Mola MT 500-F is made with labyrinth protection in 
form of a detachable touch guard (3). The touch 
guard is connected to an interlock switch for 
disconnecting the power supply in open position.

Control electronic and electrical connection are 
collected in the control box (13).

The product is CE-marked and meets the 
requirement of the Machine Directive.

Construction
Mola MT 500-F is designed for easy use and cleaning. 

The various parts and sub-functionstogether form a 

throw-in bench that with low noise level can handle 

a large amount of food waste in a limited area.

Air gap
With a witdth drain (7) placed under the flushing 
nozzles (4) a air gap is created. This gap ensures that 
the level of water and food waste never exeeds the 
flushing nozzles.

The construction does not any protrouding parts 
which is why it is excellent to handle for example 
dish baskets on the bench while the inlet is easier to 
clean.

Location of the sewer.
With the possibility of mounting a food waste 
disposer (2) at any angle the outlet disposer (8) and 
drainage can be adapted to the projekt.
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Easy service
With the water trap (normal installation) behind the 
disposer this becomes easy accessible through the 
open construction.

The control box (13) is designed to handled from the 
front.

The grinding unit (M) is easy accessible via the 
domountable touch guard(3).

Cleaning
Mola MT 500-F is designed to facilitate the cleaning 
and to eliminate dirt pockets
With the open leg stand all parts of the throw.in 
bench can be easily cleaned.

Neodym
The inlet is fitted with powerful neodym magnets 
(10) to preventcterly or other metal object to be in
contact with the grinding unit. The magnets are
made as multi magnets with a number of powerful
magnets that together grad unwanted metal objects.
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Model specifications

Article number MT500- F-1,25 MT500- F-2,5 MT500- F-4,0 MT500-F-5,5
RSK-nummer

Capacity (number of servings/day)** 1000-1500 1500-...

Electrical power(kW) 

500-1000
2,2 4,0 5,5

Rated curret for 3-phase (A) 8,6 11,5
Size of grinding

5,2 
Big Big Big

Number of phases (standard/special) 3 3 3
Weight(kg) 75 80 85 90
Flushing water (liter/min) 20 20 20 20

Dimensions
(All dimensions in mm unless otherwised stated)
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**  The capacity is largely determind by the type of food waste that the business produces and on 
wheter food waste is ground continuously for a longer time or larger quantities are added in a short 
time.
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Installation 
Mola MT500-F is delivered ready for connection to 
water, electricity and sewage.

Electrical cable and water connection open out via the 
open back throught strain relief.

Installation -Accessories
For safe mounting we deliever adjustable wall bracket 
as standard.(V). 

Installation - Documentation
We supply installation documents such as CAD-files 
and in PDF-form

Dimensions and functions are reported there for the 
throw-in bench, and possible postitions for for 
example drain.

Installation instructions included in all thow-in 
benches.

Installation - Floor
Standard installation is performed with  
sewage through the floor dn 75.

Shaded ares (S) shows possible location for drainage.
Drainage in the floor must not take place under the 
disposer (2).

Installation - Water and power
The throw-in bench connects to cold water, power 
supply, electricity and to the sewer connection

These are conveniently placed on the wall behind or 
against the duct. (drain connection should be made 
in the floor)

See our installation instruction for further 
information.

Cold water connection
Cold water pipe is connected with a reinforced flexi 
hose 1/2" external thread.

Electrical connection

As standard the throw-in bench is deliveredwith a 2,5 
meter cable for connection to safety switch.
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